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APPLICATION CONSIDERATIONS
The proper selection and application of power transmission products and components, including the related area of product safety, is the responsibility of 
the customer. Operating and performance requirements and potential associated issues will vary appreciably depending upon the use and application of 
such products and components. The scope of the technical and application information included in this publication is necessarily limited. Unusual operating 
environments and conditions, lubrication requirements, loading supports, and other factors can materially affect the application and operating results of the 
products and components and the customer should carefully review its requirements. Any technical advice or review furnished by Emerson Power Transmis-
sion Corporation and its divisions with respect to the use of products and components is given in good faith and without charge, and Emerson assumes no 
obligation or liability for the advice given, or results obtained, all such advice and review being given and accepted at customer’s risk.

For a copy of our Standard Terms and Conditions of Sale, Disclaimers of Warranty, Limitation of Liability and Remedy, please contact Emerson Power Transmis-
sion Customer Service at 1-800-626-2120. These terms and conditions of sale, disclaimers and limitations of liability apply to any person who may buy, 
acquire or use an Emerson Power Transmission Corporation product referred to herein, including any person who buys from a licensed distributor of these 
branded products.

The Emerson logo is a trademark and a service mark of Emerson Electric Co. 
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Industry’s widest outer race
�1�S�P�W�J�E�F�T���T�J�H�O�J�»�D�B�O�U���T�V�S�G�B�D�F���B�S�F�B��
to absorb shock loads – also 
creates large, internal grease 
chamber to hold extra grease 
and extend bearing life.

Patented felt labyrinth seal
Includes a protective metal 
�¼�J�O�H�F�S���U�I�B�U���E�J�S�F�D�U�T���D�P�O�U�B�N�J�O�B�U�J�P�O��
away from sealing surfaces.  
The felt design provides a tight 
labyrinth seal that retains grease 
�B�O�E���B�D�U�T���B�T���B���»�M�U�F�S���U�P���I�F�M�Q��
exclude foreign materials. This 
design results in less drag and 
reduced heat compared to 
rubber contact seals. Alternate 
seals are available.

Unique land riding metal ball retainer
Minimizes friction and provides maximum 
grease capacity and circulation. Retainer is 
�E�F�T�J�H�O�F�E���U�P���±�¼�P�B�U�²���P�O���U�I�F���H�S�P�V�O�E���F�Y�U�F�O�T�J�P�O��
(or lands) of the outer ring while spacing the 
balls precisely for even load distribution. This 
minimizes wear on both balls and retainer, 
while maximizing stability, especially 
important in applications involving vibration, 
shock loading or high operating speeds. Land 
riding brass retainers for high temperature 
applications (+200° F) also available.

Exclusive  
locking pin and 
dimple system
Prevents outer 
race rotation, 
allows a full ± 2° 
misalignment 

and allows for direct 
�M�V�C�S�J�D�B�U�J�P�O���¼�P�X���J�O�U�P���U�I�F��
bearing chamber. Unique to 
Sealmaster Gold bearings.

Additional Features:
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metal fatigue life ratings for increased reliability
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failures
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corrosion resistance
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honed raceways provide longer life, quieter operation
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with less race distortion
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Sealmaster bearing engineers 
welcome the opportunity to 
customize the Gold bearing line  
to meet your unique application 
needs. For more information,  
email sealmaster.engineering@ 
emerson-ept.com


